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  OBJECTIVES 
 The objective of this lab is to examine the effect of ATM adaptation layers and service classes 
on the performance of the network.  

  OVERVIEW 
 Asynchronous transfer mode (ATM) is a connection-oriented, packet-switched technology. 
The packets that are switched in an ATM network are of a fi xed length, 53 bytes, and are 
called cells. The cell size has a particular impact on effectively carrying voice traffi c. The ATM 
adaptation layer (AAL) sits between ATM and the variable-length packet protocols that might 
use ATM, such as IP. The AAL header contains the information needed by the destination to 
reassemble the individual cells back into the original message. Because ATM was designed to 
support all sorts of services, including voice, video, and data, it was felt that different services 
would have different AAL needs. AAL1 and AAL2 were designed to support applications, like 
voice, that require guaranteed bit rates. AAL3/4 and AAL5 provide support for packet data 
running over ATM. 

 ATM provides QoS capabilities through its fi ve service classes: CBR, VBR-rt, VBR-nrt, ABR, 
and UBR. With constant bit rate (CBR), sources transmit stream traffi c at a fi xed rate. CBR 
is well suited for voice traffi c that usually requires circuit switching. Therefore, CBR is very 
important to telephone companies. UBR, unspecifi ed bit rate, is ATM's best-effort service. 
There is one small difference between UBR and the best-effort model. Because ATM always 
requires a signaling phase before data is sent, UBR allows the source to specify a maximum 
rate at which it will send. Switches may make use of this information to decide whether to 
admit or reject the new virtual circuit (VC). 

 In this lab, you will set up an ATM network that carries three applications: voice, email, and 
FTP. You will study how the choice of the adaptation layer as well as the service classes can 
affect the performance of the applications.  

  PRE-LAB ACTIVITIES  
   & Read  Sections 3.1  and  6.5.3  from  Computer Networks: A Systems Approach ,  5th Edition .     

  APPENDIX B  

 ATM: Asynchronous 
Transfer Mode
A Connection-Oriented, Cell-Switching 
Technology 
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  PROCEDURE 
  Create a New Project 
 To create a new project for the ATM network:   

  1.   Start  OPNET IT Guru Academic Edition  · Choose  New  from the  File  menu.  
  2.   Select  Project  and click  OK  · Name the project  <your initials>_ATM , and the scenario 

 CBR_UBR  · Click  OK .  
  3.   In the  Startup Wizard: Initial Topology  dialog box, make sure that  Create Empty Scenario  

is selected · Click  Next  · Select  Choose From Maps  from the  Network Scale  list · Click 
 Next  · Choose  USA  from the maps · Click  Next  · From the  Select Technologies  list, 
include the  atm_advanced  Model Family, as shown in the following fi gure · Click  Next  · 
Click  OK .             

CE_SwitchCW_Switch

ProfilesApplications

North East

  Create and Confi gure the Network 
 Initialize the network: 

  1.   Open the  Object Palette  dialog box, if it is not already open. Make sure that  atm_advanced  
is selected from the pull-down menu on the Object palette.  

  2.   Add to the project workspace the following objects from the palette:  Application Confi g , 
 Profi le Confi g , two  atm8_crossconn_adv  switches, and a  subnet .  

  3.   Close the  Object Palette  dialog box and rename (right-click on the node ·  Set Name ) the 
objects you added, as shown, and then  Save  your project.           
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 Confi gure the applications: 

  1.   Right-click on the  Applications  node ·  Edit Attributes  · Expand the  Application 
Defi nitions  attribute and set  rows  to  3  · Name the rows:  FTP ,  EMAIL , and  VOICE .   
  a.   Go to the  FTP  row · Expand the  Description  hierarchy · Assign  High Load  to FTP.   
  b.   Go to the  EMAIL  row · Expand the  Description  hierarchy · Assign  High Load  to 

Email.  
  c.   Go to the  VOICE  row · Expand the  Description  hierarchy · Assign  PCM Quality 

Speech  to Voice.     
  2.   Click  OK .         

 Confi gure the profi les: 

  1.   Right-click on the  Profi les  node ·  Edit Attributes  · Expand the  Profi le Confi guration  
attribute and assign 3 to  rows . 
  a.   Name and set the attributes of row 0 as shown:     

 

  b.   Name and set the attributes of row 1 as shown:  

    PCM  stands for pulse 
code modulation. It is 
a procedure used to 
digitize speech before 
transmitting it over the 
network.   
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  c.   Name and set the attributes of row 2 as shown. ( Note:  To set the  Duration  to 
 exponential(60) , you will need to assign  Not Used  to the  Special Value .)            

  2. Click  OK .    

 Confi gure the NorthEast subnet: 

  1.   Right-click on the  NorthEast  subnet node · Select  Advanced Edit Attributes  · 
Assign the value  0.001  to both x span and y span (to scale the subnet to an average 
offi ce size) · Click  OK .  

  2.   Double-click on the  NorthEast  subnet node. You get an empty workspace, indicating that 
the subnet contains no objects.  

  3.   Open the Object palette      and make sure that  atm_advanced  is selected from the pull-
down menu on the Object palette.  

  4.   Add the following items to the subnet workspace: one  atm8_crossconn_adv  switch, one 
 atm_uni_server_adv , four  atm_uni_client_adv , and connect them with bidirectional 
 atm_adv  links · Close the palette · Rename the objects as shown.            

  5.   Change the  data rate  attribute for all links to  DS1 .  

    Hint 
 To edit the attributes 
of multiple nodes in a 
single operation, select 
all nodes simultaneously 
using Shift and left-click; 
then  Edit Attributes  of 
one of the nodes, and 
select  Apply Changes 
to Selected Objects .    
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   6.   For both  NE_Voice1  and  NE_Voice2 , set the following attributes: 
  a.   Set  ATM Application Parameters  to  CBR only .  
  b.   Expand the  ATM Parameters  hierarchy · Set  Queue Confi guration  to  CBR only .  
  c.   Expand the  Application: Supported Profi les  hierarchy · Set  rows  to  1  · Expand 

the  row 0  hierarchy · Set  Profi le Name  to  VOICE_Pro .  
  d.    Application: Supported Services  · Edit its value · Set  rows  to  1  · Set Name of 

the added row to  VOICE  · Click  OK .  
  e.   Expand  Application: Transport Protocol  hierarchy · Set  Voice Transport = AAL2 .  
  f.   Click  OK .          

   7.   Right-click on  NE_Voice1  · Select  Edit Attributes  · Set the  Client Address  attribute to 
 NE_Voice1  · Click  OK .  

   8.   Right-click on  NE_Voice2  · Select  Edit Attributes  · Set the  Client Address  attribute to 
 NE_Voice2 · Click  OK .  

   9.   Right-click on  NE_DataServer  · Select  Edit Attributes  · Confi gure it as follows: 
  a.    Application: Supported Services  ·  Edit  its value · Set  rows  to  2  · Set  Name  of 

the added rows to:  EMAIL  and  FTP · Click  OK .  
  b.   Expand the  Application: Transport Protocol Specifi cation  hierarchy · Set  Voice 

Transport = AAL2 .  
  c.   Edit the value of the  Server Address  attribute and write down  NE_DataServer .  
  d.   Click  OK .     

  10.   For both  NE_Data1  and  NE_Data2 , set the following attributes: 
  a.   Expand the  ATM Parameters  hierarchy · Set  Queue Confi guration  to  UBR .  
  b.   Expand the  Application: Supported Profi les  hierarchy · Set  rows  to  2  · Set  Profi le 

Name  to  FTP_Pro  (for  row 0 ) and to  EMAIL_Pro  (for  row 1 ).     
  11.   For  NE_Data1 , select  Edit Attributes  · Edit the value of the  Client Address  attribute 

and write down  NE_Data1 .       
  12.   For  NE_Data2 , select  Edit Attributes  · Edit the value of the  Client Address  attribute 

and write down  NE_Data2 .  
  13.    Save  your project.    

 Add remaining subnets: 

   1.   Now you have completed the confi guration of the  NorthEast  subnet. To go back to the 
project space, click the  Go to the higher level       button. 

 The subnets of the other regions should be similar to the  NorthEast  one except for the names 
and client addresses.  

   2.   Make  three copies  of the subnet we just created.  
   3.   Rename (right-click on the node ·  Set Name ) the subnets and connect them to the 

switches with bidirectional  atm_adv  links as shown. ( Note:  You will be asked to pick the 

ProfilesApplications

CW_Switch

North West

South West

South East

CE_Switch

North East

    Client Address  is the 
transport adaptation layer 
(TPAL) address of the 
node. This value must be 
unique for each node. 

 The  TPAL  model suite 
presents a basic, uniform 
interface between 
 applications and transport 
layer models. All interac-
tions with a remote appli-
cation through TPAL are 
organized into sessions. 
A session is a single 
conversation between 
two applications through 
a transport protocol.   

   The  queue confi gura-
tion  specifi es a one-to-
one mapping between 
output port queues and 
the QoS that they sup-
port. A specifi c queue 
may be confi gured to 
support a specifi c QoS.   
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node inside the subnet to be connected to the link. Make sure to choose the “switch” 
inside each subnet to be connected.)         

  4.   Change the  data rate  for all links to  DS1 .  
  5.   Select and double-click  each  of the new subnets (total four subnets) and change the 

 names ,  client address , and  server address  of the nodes inside these subnets as appropri-
ate (e.g., replace NE with SW for the  SouthWest  subnet).  

  6.   For all  voice  stations in all subnets (total of eight stations), edit the value of the 
 Application: Destination Preferences  attribute as follows: 
  a.   Set  rows  to  1  · Set  Symbolic Name  to  Voice Destination  · Click on  (…)  under the 

 Actual Name  column · Set  rows  to  6  · For each row, choose a voice station that is 
not in the current subnet. The following fi gure shows the actual names for one of the 
voice stations in the  NorthEast  subnet:               

  7.   For all  data  stations in all subnets (total of eight stations), confi gure the  Application: 
Destination Preferences  attribute as follows: 
  a.   Set  rows  to  2  · Set  Symbolic Name  to  FTP Server  for the one row and  Email Server  

for the other row · For each symbolic name (i.e., FTP Server and Email Server), click 
on  (…)  under the  Actual Name  column · Set  rows  to  3  · For each row choose a 
data server that is not in the current subnet. The following fi gure shows the actual 
names for one of the data stations in the  NorthEast  subnet:          

    Hint 
 To do step 6, you can 
right-click on any  voice  
station and choose 
 Edit Similar Nodes . 
This brings up a table 
in which each node 
occupies one row and 
attributes are shown in 
the columns. 

 Follow the same proce-
dure with similar steps in 
this lab.    
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  8.   For all  switches  in the network (total of six switches), confi gure the  Max_Avail_BW  
of the CBR queue to be 100%, as shown below, and the  Min_Guaran_BW  
to be 20%.              

  9.   Click  OK , and  Save  your project.          

  Choose the Statistics 
 To test the performance of the applications defi ned in the network, we will 
collect some of the available statistics as follows: 

  1.   Right-click anywhere in the project workspace, and select  Choose 
Individual Statistics  from the pop up menu.  

  2.   In the  Choose Results  dialog box, choose the statistics shown in this 
fi gure:  

  3.   Click  OK .     

  Confi gure the Simulation 
 Here, we need to confi gure the duration of the simulation: 

  1.   Click on the  Confi gure/Run Simulation  button:     .  
  2.   Set the duration to  10.0 minutes .  
  3.   Click  OK , and  Save  your project.     

  Duplicate the Scenario 
 In the network we just created, we used the CBR service class for the voice 
application and the UBR service class for the FTP and email applications. 
To analyze the effect of such different classes of services, we will create 

    Hint 
 To do step 8 in a single 
operation, you can use 
the right-click menu on 
any switch to  Select 
Similar Nodes ; then 
 Edit Attributes  and 
check  Apply Changes 
to Selected Objects . 

 This feature does work, 
even across objects in 
different subnets.    

    Max_Avail_BW  is the 
maximum bandwidth 
allocated to this queue. 
Calls will be admitted 
into this queue only if 
they are within the maxi-
mum available bandwidth 
requirement.          
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another scenario that is similar to the CBR_UBR scenario we just created, but it uses only 
one class of service, UBR, for all applications. In addition, to test the effect of the ATM 
 adaptation layer in the new scenario, we will use AAL5 for the voice application rather 
than AAL2.   

  1.   Select  Duplicate Scenario  from the  Scenarios  menu and give it the name  UBR_UBR  · 
Click  OK .  

  2.   For all voice stations in all subnets, reconfi gure them as follows. (Check the note below 
for a faster way to carry out this step.) 
  a.   Set  ATM Application Parameters  to  UBR only .  
  b.    ATM Parameters  · Set  Queue Confi guration  to  UBR .  
  c.    Application: Transport Protocol  · Set  Voice Transport  to  AAL5 .       

  Note:  One easy way to carry out the preceding step 2 is through the network browser as follows:   

●   Select  Show Network Browser  from the  View  menu. 
   ●   Select  Nodes  from the drop-down menu, and check the  Only Selected  check box as 

shown in the following fi gure. 
   ●   Type  voice  in the fi nd fi eld, and click  Enter . 
   ●   In the network browser, you should see a list of all voice stations selected. 
   ●   Right-click on any of the voice stations in the list · Select  Edit Attributes  · Check   Apply 

Changes to Selected Objects . 
   ●   Carry out the confi guration changes in the preceding step 2.      
   ●   To hide the network browser, deselect  Show Network Browser  from the  View  menu.     

  Run the Simulation 
 To run the simulation for both scenarios simultaneously: 

  1.   Go to the  Scenarios  menu · Select  Manage Scenarios .  
  2.   Change the values under the  Results  column to   <collect>   (or   <recollect>  ) for both 

 scenarios. Compare with the following fi gure.         
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  3.   Click  OK  to run the two simulations. Depending on the speed of your processor, this task 
may take several minutes to complete.  

  4.   After the two simulation runs complete, one for each scenario, click  Close .  
  5.    Save  your project.     

  View the Results 
 To view and analyze the results: 

  1.   Select  Compare Results  from the  Results  menu.  
  2.   Change the drop-down menu in the right-lower part of the  Compare Results  dialog box 

from  As Is  to  time_average  as shown.         

  3.   Select the voice  Packet Delay Variation  statistic and click  Show . The resulting graph 
should resemble the one that follows. ( Note:  Your result may vary slightly because of dif-
ferent node placement.)            
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      OPNET ATM Model Description: From the  Protocols  menu, select  ATM  ·  Model Usage 

Guide .     

  EXERCISES   
  1.   Analyze the result we obtained regarding the voice  Packet Delay Variation  time. Obtain 

the graphs that compare the  Voice packet end-to-end delay , the  Email download 
response time , and the  FTP download response time  for both scenarios. Comment on 
the results.  

  2.   Create another scenario as a duplicate of the  CBR_UBR  scenario. Name the new scenario 
 Q2_CBR_ABR . In the new scenario, you should use the  ABR  class of service for data, i.e., 
the FTP and email applications in the data stations. Compare the performance of the 
 CBR_ABR  scenario with that of the  CBR_UBR  scenario.       

  3.   Edit the  FTP  application defi ned in the  Applications  node so that its  File Size  is twice 
the current size (i.e., make it 100,000 bytes instead of 50,000 bytes). Edit the  EMAIL  
application defi ned in the  Applications  node so that its  File Size  is fi ve times the current 
size (i.e., make it 10,000 bytes instead of 2000 bytes). Study how this change affects the 
voice application performance in both the  CBR_UBR  and  UBR_UBR  scenarios. ( Hint:  To 
answer this exercise, you might need to create duplicates of the  CBR_UBR  and  UBR_UBR  
scenarios. Name the new scenarios  Q3_CBR_UBR  and  Q3_UBR_UBR , respectively.)     

  LAB REPORT 
 Prepare a report that follows the guidelines explained in the Introduction Lab. The report 
should include the answers to the preceding exercises as well as the graphs you generated 
from the simulation scenarios. Discuss the results you obtained, and compare these results 
with your expectations. Mention any anomalies or unexplained behaviors.   

   Hints: 
 To set ABR class of 
service to a node, assign 
 ABR Only  to its  ATM 
Application Param-
eters  attribute and  ABR 
only (Per VC Queue)  to 
its  Queue Confi gura-
tion  (one of the  ATM 
Parameters ). 

 For all  switches  in the 
network (total of six 
switches), confi gure the 
 Max_Avail_BW of the 
 ABR  queue to be 100% 
and the  Min_Guaran_BW  
to be 20%.   
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